MELROE
CONVERSION

INSTALLATION

EACH APRON RIDES OVER TWO FLAT PULLEYS ON THE UPPER APRON

ROLLER SHAFT.

WHEN REPLACING AN ALUMINUM APRON WITH A

RUBBER APRON, STRAPS (FIG. 1) ARE REQUIRED FOR INSTALLATION
AROUND THE PULLEYS TO ACCEPT THE CONVERSION.

REFER TO THE FOLLOWING PROCEDURE FOR STRAP INSTALLATION:

1.

4.

NOTE:

WAHPETON CANVAS CO.,
*SWATHER CANVAS*

Loosen lower apron roller and remove aluminum
apron(s) from the pickup main frame.

Place a strap on the flat pulley as shown in Figure 1.

Drill two 1/8" holes through the leading end of the

strap and flat pulley approximately 1/4" from the

end and side edges of the strap.
Secure end of strap using two 1/8" x 1/4" pop

BE CERTAIN THE LEADING END OF THE
STRAP IS MOUNTED WITH TWO RIVETS
AS SHOWN IN FIGURE 1.

Wrap the opposite end of the strap around
the pulley. Drill one 1/8" hole through
the strap (and pulley) approximately 1/4"
from the end and centered between the
side edges of the strap. Secure using

a 1/8" x 1/4" pop rivet as shown in
Figure 1. :

Drill two additional holes at an equal distance
apart around the pulley as indicated in
Figure 1, then install pop rivets.
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